
NO. PART NO. DESCRIPTION QTY

1 675AU Front Pipe 1

2 676AU Link Pipe 1

3 677AU Resonated Centre Section 1

4 679AU ‘Y’ Piece 1

5 682AU Left Hand Rear Silencer 1

6 683AU Right Hand Rear Silencer 1

7 Z043.10063 Ø83mm Polished Daytona Trim 4

Fit Kit

8 Z016.10063 72mm H/D Clamp 3

9 Z016.10064 66mm H/D Clamp 6

10 Z017.10050 M8 x 35mm Hex Head Bolts 3

11 Z017.10069 M8 Star Washer 3

12 Z017.10063 M8 Nuts 3

Part No.

Fit Kits

Features

Car

Year

Notes

2012-2016

Where not supplied use original fittings. An Audi Valance 
and insert strip is required to fit this exhaust. Audi part 
numbers 8T0-807-791-B-2ZZ & 8T0-807-521-1RR.

SAU073

256FK

Pipe Diameter:- 70mm

NOTE: ENSURE SCORPION SYSTEM IS CLEAR OF MOVING PARTS AND ALL ORIGINAL FUNCTIONS WORK CORRECTLY.

E-MARK N/A

DATE 08/11/16

ISSUE 01

AUTHORISED M.Ydlibi

TTASTAY CONNECTED TO RED POWER.

Estimated Fitting Time: 90 Minutes 
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Fit the Scorpion Exhaust system      

following the line diagram above. Once 

fitted take the vehicle for a 15 minute 

test drive. Allow the system to cool 

before re-aligning and re-tightening the 

clamps.

Audi A5 (B8) 2.0 TFSi 2WD & Quattro, Cabrio (Tiptonic) / Coupe 
S-line (Manual & Tiptonic) / Sportback (Manual)

FITTING INSTRUCTIONS//


